Connection is made simple by use of Quick Connect Adaptors which require no additional plumbing,
engineering work or interruption to the water supply. The simple steps for installation are shown below.
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shower head Connect Adaptor Qgick Connect to use ¢ 0 ' MEDKIMEIN 1L OMW RATE 1@%/?_19;?; 2@2(2)_29;,2?; 2@2/(2)_3102?; See Dimensional Chart, pg. 3 - Nominally rated solids retention I
Adaptor v . . 1
o DUAL FILTER VESSELS o 7 :;;Lclfvl\;';g)vOLUME 3.6gal 6.6gal 6.9gal See Dimensional Chart, pg. 3 ECOlnomIC.ally prlced j
Description . . ‘ _ FOR NORTH WING CODE STATUS Industrial Grade * Available in Polypropylene Felt or ‘\
For information on Quick Connect Adaptors, click here. POINT OF SERVICE Built to ASME Code Standards Nylon Monofilament |
For up to 31 Day Use T-304 S/S or Carbon Steel, : . . {
p y FILTRATION MATERIAL OF CONSTRUCTION Investment Cast Lid & Body « Single-use, disposable filter bag |
Features Benefits Ordering Information LID CLOSURE 360° Hinged Closure with Lid Handle, Safety Detents, and Lid Stop « 50 bags per case
Model Model
Immediate barrier against Allows continuity of services. Adjunct to water Part Number Description Pkg NS-223-V NS-424-V MAXIMUM WORKING PRESSURE 150psi
waterborne micro- management practices . ! =
organisms for up to 31 KAQF4 Disposable Shower Head Filter for up to 31 days use 12/pkg MAXIMUM WORKING TEMPERATURE 300°F
days KAQF42 Disposable Shower Head Filter for up to 31 days use 2/pkg MAXIMUM SUPPORT BASKET 100psi
DIFFERENTIAL OPERATING PRESSURE )
Unique Ultipleat® filtration High dirt trapping capacity to allow maximum o > NPT See Di ional Ch 3 k
media engineering volume throughput. Compatible with thermal “; > Forint ) Ouick C Ad ik h INLET & OUTLET CONNECTIONS ee Dimensional Chart, pg. - 100% Polypropylene, including Zero-Bypass Collar
i i L or information on Quick Connect Adaptors, click here. BALL VALVES: 2" FULL PORT, : . . . C
and chemical systemic treatments P T-316 SIS & TEFLON, 800psi N/A N/A 2 N/A 2 per Housing « Supported Polypropylene Felt with exterior glazed finish minimizes
Long filter life Cost effective, convenientlo iStiCS, reduced . . . & [S/S Housings: | Blasted Finish, Interior, Exterior & Basket i i i
’ waste, no shelf-life Iimitationg For more information or to order please contact us: | ; FINISH [Carbon Housings: \ One Coat Shop Primer, Exterior .:\I/lbeg mlgratlonf(;);vnit.riam " . felt b
' edia is up to 40% thicker than most competitors’ felt bags
Advanced retrograde Bacteriostatic additive throughout housings ¥ France 0800 008 845, infomedical@europe.pall.com ] HARDWARE ‘ Plated Garben Stasl Bar Xnobe & Syo Bolts * Longer filter bag life than single layer bag
contamination control minimizes the risk of retrograde contamination i ; d - itudi " i i . . . .
measures F Germany 0800 584 6 584, medical_info@europe.pall.com J’e‘ﬁlﬁﬁl _ PERFORATED SUPPORT BASKETS ‘ T-304 S/S with Longitudinal Taper, 9/64" Perforations (1 per housing) Sustains greater differential pressure prior to change-out
b ltaly +39 02 488870262, infowater@europe.pall.com b S | O I S | S D " i ; ; i
Fully recyclable materials Environmentally friendly y _ @europe.p 1/4" NPT ’L:N { I a i GRUGERORTS UAFHPT @ parhousing) Support Jacket prevents fiber migration downstream Supported Polypropylene Felt
b UK 44(0) 2:292 303452, blosvc@europe.pegcolr:] gg&gg%%rrq Hiy oy éﬁg,’i’nuggtéeam VENT PORT 1/4" NPT (1 per housing) Finished edge and inverted bottom enlarged to show detail
F US & Canada 866-347-3428, pouwater.us@pall.com ) i i
Specifications S NPT U4 NPT g2 UPSTREAM DRAIN PORT 1/4" NPT (1 per housing) Individually wrapped for cleanliness
Heigeipent downstream P auge > 100% Polypropylene, including Zero-Bypass Collar
gauge port port DOWNSTREAM DRAIN PORT 3/4" NPT (1 per housing) ) ’
Membrane Area Media: Supported Polypropylene Felt
¥ 1,020 cm? nominal Contact Information TOP VIEW 0 oot tine TOP VIEW ornes | punerth eteled IP Layer: Polypropylene Monofilament
, cm~ nomina | lid handl lid handle S/S Housings: S/S Adjustable Tripod Stand S/S Frame . _
anande 805/53 y STAND/FRAME [Carbon Housings: Carbon Steel Adjustable Tripod Stand Carbon Steel Frame I')ownstr.eam Support Jacket: POlypmperne’ non-woven SpUI’lbOI’]d
Membrane Pall OffICE(S) - . LOW-PROFILE, HORIZONTAL OUTLET Optional Optional Standard Optional ‘ Optional * Available micron ratmgS. 1’ 5' 10’ 25’ 50’ 100’ 200
W [ [e) ) [N
3/4" NPT ] - - . )
» 0.2 ym Supor® media incorporating graded pre-filtration membrane et AN - drain port ggﬂﬁtegggrg‘e inlet—me ™~ <inlet SHIPPING WEIGHT (LBS) 85 Ibs 100 Ibs 110 Ibs See Dimensional Chart, pg. 3
RAIEfe Sclences [ |:| B D ] |:| N \:| i * Flow rates are based on water in a housing without filter media. Actual flow rates are determined by the specific filter media selected, as
H H ' il f1/4” NPT y 1/4” NPT W Wi | usl wi ut Tl 1a. u W | y ITc 1l | .
Length (Excluding Quick Connect Adaptor) ES> (I)—iua:rr]t;?#‘;?:r:eR%ﬁness Park E E downsirea 3 ang{ - O O O downsiream well as the characteristics of the application.
¥ 240 mm nominal Portsmouth, _ 4 o
lljo_ets ?jBIS ) l K } * 100% FDA compliant Nylon, including Zero-Bypass Collar
Maximum Upstream Operating Pressure nited Kingdom , ; . , :
p p g Bhore 0239233 8111 34 NPT SIDE VIEW g NPT, + Nylon Monofilament filter media (21 CFR 177.1500)
¥ 5bar " Sales Office Contact Details & « Multi-layer, Surface Loading Trap Filter
Phone : 44 (0) 2392 338000 . . . i
. . . A Switchboém)[ Number Sullble 5 a _—— outlet--€— g || outlet * Thermally and chemically compatible with a broad range
Maximum Filter Life 0 8 MATERIAL OF CONSTRUCTION VALVED HOUSING OR SYSTEM T-316 UPGRADE f licati h Pol I ; t suitabl \
Fax :.023 9233 8210 | | NS = T-304 S/S, Industrial Grade Filtration Systems Inlet & Outlet Optional T-316 Stainless Steel MODIFIED ot applications where Folypropylene IS not suftable -
b 31 days Email : biosvc@pall.com ERGRT VW | FRO‘:\IT - \ NC = Carbon Steel, Industrial Grade v I_S(gztlioya\l@vgsb;—g; sFilllsPort Upgrade, Including S/S Hardware Modified Equipment, « Sustains temperatures up to 350° F
= ) 3 ) = as per quote or requirement L .
. _ SV = Sanitary Butterfly Valve / * Individually wrapped for cleanliness
Maximum Continuous Influent Water Temperature NO.OF | FLANGE | “MAXIMUM | | \quip 270 12 MODULES AVAILABLE SHIPPING ; N / - Available micron ratings: <1.0 - 600
] _ MODEL HOUéINGS SIZE (GPM) VOLUME ALL DIMENSIONS ARE IN INCHES WEIGHT o
k60 °C © 2014, Pall Corporation, Pall, and other names are trademarks of Pall Corporation. (INCHES) iq  |(calwater) (LBS) D A —
. ® indicates a registered trademark in the USA. 2 3 . ifg - AR 21c3;; 584 [aoalzs s ?/4 sl sl 27 | o7 D ) : 316 [
Maximum Water Temperature Exposure 3 4 660 24.6 5 12]221/2 |41/2 |51/4] 28 | 81/4 |15 | 34 | 25 |27 1/2 430 i ad ——— o —— -
4 4 880 32.8 5112|221/2 |41/2 |51/4]28 | 81/4 |15 | 46 |37 |27 1/2 550 P .
b 70 °C for a total cumulative period of 30 mins over the life of the filter 5 6 1100 480 |5(12[231/4[51/2 [61/4|28 | 81/4 [15]58 |49 | 30 680 INLET & OUTLET
6 6 1320 576 |5(12[231/4 |51/2 |61/4][28 | 81/4 |15 | 70 | 61 30 820 NUMBER OF FILTER HOUSINGS ‘ CONNECTION SIZE
. . ) . 7 6 1540 67.2 51121231/4 [51/2 [61/4128 | 81/4 |15 82 |73 | 30 950 1 = Individual & Valved, Individual = i
Typical Water Flow Rates (with Non-Restricted Connectors) 8 6 1760 768 |5 (1223 1/4 [51/2 [61/41 28 | 81/a 151 94 [85 | 30 1090 212 = Modular Systoms §= g 822::2::2:
9 8 1980 1151 |5 [12[241/A [63/4 [73/4[28 [81/4 [15[106[97 | 30 1365 4 = 4" Connection
» 31.8 L/min at5 bar 10 8 2200 1279 |51121241/4 |63/4 [73/4[28 | 81/4 |15 |118[109| 30 1530 . ) 6 = 6” Connection
) 11 8 2420 1406 [5[12]241/4 [63/4 [73/4[28 [81/4 [15[130[121] 30 1700 HOUSING SIZE JHILTER BAG SIZE 2 o o ciion LOW-PROFILE, HORIZONTAL OUTLET
b 22.8 L/min at 3 bar (FI LTER FURNISHED BY GOVERNM ENT) 12 8 2640 1534 |5 [12[241/4 |63/4 |73/4]| 28 | 81/4 |15 [142]133] 30 1875 — f = zf g!ze g g!a- x ?g tongg Optional on all 8" diameter
= 1ze 1a. X on i
¥ 10.4 L/min at 1 bar *Flow Rates are based on water in a housing without filter media. Actual flow rates are determined by the specific filter media selected, as well as the & R,G;?"\josrlsl:;iﬂgfys’ filter vessels
characteristics of the application. ** For Non-Valved Systems, subtract 5. Connections available
Installation 3 4 5

NOTE: INFORMATION PROVIDED FOR CONTRACTOR’'S USE. SIMILAR

PRODUCTS BY OTHER MANUFACTURER’S APPROVED FOR USE IN THE

EXISTING FILTER VESSELS IS ACCEPTABLE. PROVIDE A SPARE SET PO|NT OF SERVK:E WATER F|LTER
OF FILTER MEDIA AND TURN OVER TO VA AT CONTRACT CLOSEOUT. 4 /l O M|CRON WELDED BAG TYPE
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